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Wide Operating Voltage 160 to 240 V For Single Phase & 300 V to 415 V For Three Phase




Photonic Water Pumps stand for its top quality, robustness, reliability and cost effectiveness. The Pumps run with maximum efficiency that satisfy the need of every customer in various
ranges of applicafions. Photonic Water Pumps has recorded a remarkable growth with commitment towards value creation for its customers and stress on Research & Development.

REGENERATIVE SELF PRIMING MONOBLOC PUMPS

TOTAL HEADS IN METRES

Model

Little Flow
High Flow
High Flow

Mega Flow DLX

Mega Flow

Wonder Flow

Magic Flow

Power
KW HP
D.37 0.5
0.37 0.5
0.37 0.5
0.7 1.0
0.75 1.0
0.37 0.5
D.37 0.5

Pipe Size(mm)

Suc
25
25
25
25
25
25
25

Del
25
25
25
25
25
25
25

3
34
45
48
51
58
44
46

CENTRIFUGAL MONOBLOC PUMPS

MODEL KW

HP

in mm iz
PMM 01 0.37 0.50 25 x 25 4600
Pi 02 0.37 0.50 25 x25 s300
PM D2 075 1.00 a3px2s o sos0
PhM 04 0.7s 1.00 2Exps = 7750
PM OS5 075 1.00 B2 x 256 ‘g 850
PM OB o075 1.00 50 % 40 15180
PM 07 1.10 1.50 40xap = -
PR OB 1.10 1.50 0% 90 =
PR 09 1.50 =.00 50 = 50 22200
PM 10 1.50 2.00 FTE A =
Pipe Size Delivery
MODEL kW HP Head
SxPesalel in Meter é 12
PJP(1 0.75 1.00 322525 16 £ 1450
@D
PJP02 0.75 1.00 40x32025 16 £ 1550
=
PJP03 110 150 22525 20 @ -
B

PJP 04 1.10 150 40x32¢25 20

PRESSURE BOOSTER PUMPS

Model

Shower 80
Shower 100
Shower 150

Shower 200

Power

KW
0.60
0.75
1.10
1.50

Pipe Size (mm)

Suc
25
25
25
25

Del
25
25
25
25

6
29
40
44
57
52
37
40

12
23
28
33
37
50
31
33

18
17
24
28
32
48
22
24

24 30
14 8
20 15
23 17
26 20
43 39
19 15
C T [ )

TOTAL HEAD IN METERS

36 40
10

14 11
34 23

2100

45 b5

10

24 =27 30

4550 3700 2950
sa0n0 2500 1200

6120

S000 s8600 =

15 1i6 17 18 =20 2=
3700 3100 2500 2100 = -
4250 4000 3650 3075 1375 =
‘5150 5000 4700 4300 asoo 2750
T450 7400 7125 6850 5900 5425
TS50 FA450 TI50 S2900 5850 5350
13000 10810 9000 7150 - =

- = - @oog 8640 7020
13320 12240 {11880 10800 7200 -
198pp 18000 17400 16800 17700 =

- - - 12300 {1700 9900

SUCTION DEPTH IN METERS
18 24 27 | 30 | 33 | 36
1200 1000 800 660 500 300
1400 1180 900 750 520 330
- 960 900 800 720 600
1600 1420 1350 1200 1050 900
m’/h 0 1.2 24 36 48 6
1/min 0O 20 40 60 80 100
Headmtr 30 24 21 17 6
Head mtr 40 34 30 26 16 6
Headmtr 45 40 37 33 29 24
Head mtr 55 50 48 43 37 30

HORIZONTAL OPENWELL SUBMERSIBLE PUPMPS

o Stainless Steel motor body, Shaft & Festners e High Grade casting with rust preventive coating
o High quality Double Lip oil seal  High Quality LTB 4 Bearing bushes and thrust pad
» Dynamically Balanced Impeller & Rotor Shaft e High Quality Polywrap E.C. Grade Copper Wire
o Powder Coated C.l. Componets » For Deluxe Model Without Suction Bend

TOTAL HEAD IN METERS
20
1600
3800
6950
8850
9050
9500
10650

MODEL kW HP

PSOS55(R) 0.37 0.5
Ps0szs 0.37 0.5

ps1025(R) 0.75 1
ps1025 075 1
ps1025(5) 0.75 1
PS5 1.10 1
Ps2025 150 2

Pi
i

25X 25
32X 25
0 32X25
.0 32X25
0 32X25
S 32X25
0 32X25

pe Size

T 10 15
%5 6600 4700
£ 9600 7200
S 10500 8800
S 11050 10100
B 11250 10300
O 11600 10600
12200 11050

25

600
4030
6800
6950
8000
8500

30
3800
4300

6000
6500

39 42 45

500 475 390

720 540 450
12| Ba| as
120 140 160
v | [ Hi | 2
28 15 6

3200
4800

DELUXE HORIZONTAL OPENWELL SUBMERSIBLE PUPMPS

TOTAL HEAD IN METERS

MODEL kW

psOsasOLX  0.37
PA0LE 0.75
PSBOL 0.75
PSSO 0.75
pSEBOL 1.10

HP

0.5
1.0
1.0
1.0
1.5

Pipe Size

inmm 7
55 | B
PR S
2% || =
2
3 =2

25

10
9750
10700
11350
12100
12450

15
7350
9050

10350
11000
11400

20

3950
7100
9050
9800
10200

25 30
750 -
4200 -
7050 4200
7700 4800
9200 6800



SINGLE PHASE VERTICAL OPENWELL SUBMERSIBLE PUMPS

Applications

@ Domestic

® |ndustries

e Fountains

e Multi Storied Buildings
® |rrigations

e (Gardens & Hotels

Features :-

Stainless steel Shaft, Fastners, Motor body & Pump Body.
High grade castings with rust preventive coating.

High quality Double Lip oil seal.

High quality LTB 4 bearing bushes and thrust pad.
Dynamically Balanced Rotor Shaft.

High quality Polywrap E.C. grade Copper Wire.

Powder Coated C.I. Components.

High grade noryl impellers & diffusers.

wp Pipe Size TOTAL HEAD IN METERS

MODEL kW

inmm T 10 15 20 25 30 35 40 45 50 55 60 65 70
PSOS6 037 05 32 = 6300 5000 5550 4850 4250 3650 2750 - - - - . -
PSR 075 10 32 g 6500 6250 5850 5500 5200 4750 4250 3750 3050 2300 - - -
PSI5M0 110 15 32 S 6650 6500 6250 6100 5750 5450 5150 4800 4400 3950 3500 2800 2400
P40SE 037 05 32 G 6300 5000 5550 4850 4250 3650 2750 - - - - - -
PS410B 075 10 32 22 6500 6250 5850 5500 5200 4750 4250 3750 3250 2300 - - -
PS415M0 110 15 32 6650 6500 6250 6100 5750 5450 5150 4800 4400 3950 3500 2800 2400
4" (100 mm) SUBMERSIBLE PUMP

ina Sirg  MAX. TOTAL HEAD IN METERS

MODEL sTace ki HP PP e

nmm - (ues) 20 40 60 80 100 120 140 160 180

N0 10 075 10 32 &0 E G50 G50 00 - z

Pt 12 075 10 32 95 T 6500 5500 4250 2250 - -

PSLIOOM 14 075 10 32 105 'g - 550 4750 30 - -

PUIS 15 110 15 2 15 & 6000 5250 4000 200 -

I 18 100 15 &2 15 S - 50 4700 3500 2000

PN 20 150 20 2 45 A 5750 5000 4000 2750 - -
PO 25 150 20 32 180 - - - 5T50 5250 4600 3750 2500
PSR 30 225 30 32 220 - - - G100 5750 G50 4750 4250 3500

4" (100 MM) SUBMERSIBLE PUMP (3 PHASE)

Photonic Multistage Submersible Pumps, Suitable for bore wells of 100 mm dia and above consists of wet type, water
cooled and lubricated squirrel cage motor with poly wrap insulated wire coupled to multistage centrifugal pump
consisting of casing made of noryl material with Redial or mixed flow impellers. The motor and Pumps Casings are of
corrosion free stainless steel pipes. these pump sets available in both single phase and three phase supply are widely

used for domestic, Industrial, agricultural and public utility services.
Motor Capacity UP TO 7.5 HP (415V, 50Hz, Three Phase AC Supply) E
Speed 2880 RPM
Head Range 5 Mtrs to 250 Mtrs ]
Discharge Range 10 LPM to 400 LPM
Pipe Size in mm 32, 40, 50, 65 | B




SLOW SPEED CENTRIFUGAL MONOBLOC PUMP

Photonic Slow speed Centrifugal monobloc pump Sets., made out of rigid, close
grained cast iron and other high quality raw materials are compact, efficient and
rugged pumps meant for domestic and commercial applications.

Motor Capacity 0.5 HP & 1.0 HP (240V, 50Hz, Single Phase AC Supply)

Speed 1440 RPM

Head Range 6 Mtrs to 36 Mtrs

Discharge Range 25 LPM to 60 LPM

Pipe Size in mm 25x 25

Suction Lift 1 mtrs

OPEN WELL SUBMERSIBLE PUMP
(HORIZONTAL & VERTICAL)

Photonic Open well Submersible pumps are of mono bloc construction consisting of
wet type water cooled and lubricated motor with poly wrap insulated winding wire
and single stage For Horizontal & Multistage for Vertical centrifugal pump. These
pumps, more suitable for underwater applications are widely used in open well
irrigation, public water supply, etc.

: 3.0HPto 5.0 HP. 7.5 HP & 10 HP
MigtarGapaciy (415V, 50Hz, Three Phase AC Supply)
Speed 2880 RPM
Head Range 20 Mtrs to 50 Mtrs

Discharge Range 300 LPM to 1500 LPM
Pipe Size in mm 50 x 40, 65 x 50, 75 x 65, 100 x 75

6" (150 MM) SUBMERSIBLE PUMP

Photonic Submersible Pumps Are Multistage Centrifugal Pumps With Radial Flow Are
Mixed Flow Designs Applicable For Wide Range of Head And Discharge Levels.
Suitable For 150 Mm And Above Dia Bore Wells, These Pumps Are Used Mainly For
Agricultural Industrial And Pressure Boosting Applications.

Motor Capacity 3.0 HP to 20 HP (415V, 50Hz, Three Phase AC Supply)
Speed 2880 RPM

Head Range 10 Mtrs to 300 Mtrs

Discharge Range 60 LPM to 1200 LPM

Pipe Size in mm 40, 50, 65, 75 & 100

PHOTONIC SYSTEM PVT LTD
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